
 Sausage Grill Combination

The ideal equipment for small and large events
The banger is still a favourite at all occasions and very po-
pular with the guests. With Beer Grill’s sausage grill combi-
nation you are well equipped for any event. With its capacity 
of up to 250 sausages per hour, the sausage grill combinati-
on can cope with any rush! The sausages are grilled in the 
BEER Top Grill at the lower level and presented and kept 
warm on the topside grill. The sales-promoting lighting with 
high-power IR floods stages the sausages perfectly, crea-
ting an ideal climate with its supporting heat from above and 
attracting your guests who benefit from short queue time.

Continuous development - for your success
We have substantially reduced the power rating of the new 
sausage grill combination, enabling connection with a type 
15 or CEE 16 plug instead of CEE 32. 

The appliance for perfectly grilled food 

Your advantages, just to name a few: 
	 Quick, time-saving grilling with the BEER Top Grill
   Optimised power consumption and reduced heat 

       fallout
	 Infrared technology for best grilling results 
	 Optional lighting and warm-keeping bridge sets your 	

	 food in the best light and keeps it at optimum tempe-	
	 rature for hours 

	 Available with front and side glass and glass shelf 
	 Sausage cart available in two different sizes
	 The BEER Top Grill and electric grill are easy to 		

	 remove from the sausage cart for stand-alone use
	 Compact sausage cart offers unique mobility
	 All equipment parts and wheeled chassis made of 	

	 stainless steel
	 Various handy accessories available

  up to 
 250 sausages 

 per hour!
NEW

ALSO AVAILABLE WITHC E E  16TYPE 15
PLUG

  up to 
 250 sausages 

 per hour!
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Type RS-55
consisting of:

Item Power

Sausage cart see below see below

BEER Top Grill S-55 200654 4800 W

Electric grill R-55 or
Electric grill R-55WH

200603
200604

5200 W
1400 W

optional: 
2 fold-away gridirons

200667 -

Type RS-85/80
consisting of:

Item Power

Sausage cart see below see below

BEER Top Grill S-80 200652 7000 W

Electric grill R-85 200602 7800 W

optional:
3 fold-away gridirons

200667 -

Variante / Variant: 2

Variante / Variant: 3

Variante / Variant: 1
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32Ma031-00

Wurstwagen, Typ: RS-55 / RS-55 WH
30.06.2016M.Bösch
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Variante: 1
- mit Licht-/Wärmekanal
- mit Frontglas
- mit Seitenglas
- mit Tablarglas
 
Variante: 2
- mit Licht-/Wärmekanal
- mit Frontglas
- ohne Seitenglas
- ohne Tablarglas
 
Variante: 3
- ohne Licht-/Wärmekanal
- ohne Frontglas
- ohne Seitenglas
- ohne Tablarglas

Variante: 1
- avec canal lumineux et thermique
- avec vitre frontale
- avec vitre latérale
- avec vitre supérieure
 
Variante: 2
- avec canal lumineux et thermique
- avec vitre frontale
- sans vitre latérale
- sans vitre supérieure
 
Variante: 3
- sans canal lumineux et thermique
- sans vitre frontale
- sans vitre latérale
- sans vitre supérieure

Variant: 1
- with lighting/heating channel
- with front glass
- with side glass
- with shelf glass
 
Variant: 2
- with lighting/heating channel
- with front glass
- without side glass
- without shelf glass
 
Variant: 3
- without lighting/heating channel
- without front glass
- without side glass
- without shelf glass

Beschreibung / Description

Elektrischer Anschluss (RS-55):
400 VAC, 3LN+PE, 10'600 W
Max. Nennstrom 25A
Kabellänge ca. 2 m
Stecker Typ CEE 32A

Données électriques (RS-55):
400 VAC, 3LN+PE, 10'600 W
Courant nominal max. 25A
Longueur du câble env. 2 m
Fiche type CEE 32A

Electrical connecting (RS-55):
400 VAC, 3LN+PE, 10'600 W
Max. nominal current 25A
Length of connect.cable ca. 2 m
Plug type CEE 32A

Variante / Variety: 1 + 2

Elektrischer Anschluss (RS-55WH):
400 VAC, 3LN+PE, 6800 W
Max. Nennstrom 25A
Kabellänge ca. 2 m
Stecker Typ 15 oder CEE 16A

Données électriques (RS-55WH):
400 VAC, 3LN+PE, 6800 W
Courant nominal max. 25A
Longueur du câble env. 2 m
Fiche type 15 ou CEE 16A

Electrical connecting (RS-55WH):
400 VAC, 3LN+PE, 6800 W
Max. nominal current 25A
Length of connect.cable ca. 2 m
Plug type 15 or CEE 16A

Elektrischer Anschluss (RS-55):
400 VAC, 3LN+PE, 10'000 W
Max. Nennstrom 25A
Kabellänge ca. 2 m
Stecker Typ CEE 32A

Données électriques (RS-55):
400 VAC, 3LN+PE, 10'000 W
Courant nominal max. 25A
Longueur du câble env. 2 m
Fiche type CEE 32A

Electrical connecting (RS-55):
400 VAC, 3LN+PE, 10'000 W
Max. nominal current 25A
Length of connect.cable ca. 2 m
Plug type CEE 32A

Variante / Variety: 3

Elektrischer Anschluss (RS-55WH):
400 VAC, 3LN+PE, 6200 W
Max. Nennstrom 25A
Kabellänge ca. 2 m
Stecker Typ 15 oder CEE 16A

Données électriques (RS-55WH):
400 VAC, 3LN+PE, 6200 W
Courant nominal max. 25A
Longueur du câble env. 2 m
Fiche type 15 ou CEE 16A

Electrical connecting (RS-55WH):
400 VAC, 3LN+PE, 6200 W
Max. nominal current 25A
Length of connect.cable ca. 2 m
Plug type 15 or CEE 16A

Variante / Variant: 2

Variante / Variant: 3

Variante / Variant: 1
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Beer  Grill AG
CH  -  5612  Villmergen
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Wurstwagen, Typ: RS-85
17.03.2017M.Bösch
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Variante: 1
- mit Licht-/Wärmekanal
- mit Frontglas
- mit Seitenglas
- mit Tablarglas
 
Variante: 2
- mit Licht-/Wärmekanal
- mit Frontglas
- ohne Seitenglas
- ohne Tablarglas
 
Variante: 3
- ohne Licht-/Wärmekanal
- ohne Frontglas
- ohne Seitenglas
- ohne Tablarglas

Variante: 1
- avec canal lumineux et thermique
- avec vitre frontale
- avec vitre latérale
- avec vitre supérieure
 
Variante: 2
- avec canal lumineux et thermique
- avec vitre frontale
- sans vitre latérale
- sans vitre supérieure
 
Variante: 3
- sans canal lumineux et thermique
- sans vitre frontale
- sans vitre latérale
- sans vitre supérieure

Variant: 1
- with lighting/heating channel
- with front glass
- with side glass
- with shelf glass
 
Variant: 2
- with lighting/heating channel
- with front glass
- without side glass
- without shelf glass
 
Variant: 3
- without lighting/heating channel
- without front glass
- without side glass
- without shelf glass

Beschreibung / Description

Elektrischer Anschluss:
400 VAC, 3LN+PE, 15'400 W
Max. Nennstrom 25A
Kabellänge ca. 2 m
Stecker Typ CEE 32A

Données électriques:
400 VAC, 3LN+PE, 15'400 W
Courant nominal max. 25A
Longueur du câble env. 2 m
Fiche type CEE 32A

Electrical connecting:
400 VAC, 3LN+PE, 15'400 W
Max. nominal current 25A
Length of connect.cable ca. 2 m
Plug type CEE 32A

Variante / Variety: 1 + 2

Elektrischer Anschluss:
400 VAC, 3LN+PE, 14'800 W
Max. Nennstrom 25A
Kabellänge ca. 2 m
Stecker Typ CEE 32A

Données électriques:
400 VAC, 3LN+PE, 14'800 W
Courant nominal max. 25A
Longueur du câble env. 2 m
Fiche type CEE 32A

Electrical connecting:
400 VAC, 3LN+PE, 14'800 W
Max. nominal current 25A
Length of connect.cable ca. 2 m
Plug type CEE 32A

Variante / Variety: 3

Einbauvorschriften siehe Blatt 2
Instructions d'installation voir fiche 2
Installation instructions see sheet 2

1089

Kabelausgang
Sortie du càble
Cable outlet

Type Sausage cart configuration Item
Dimensions

W x D x H (mm)
Connection Plug

RS-55WH* Sausage cart 210651WH
800 x 570 x 

900 mm
6‘200 W

400 V / 25 A
CEE 16A /

Typ 15

RS-55WH*

Sausage cart with lighting / warm-keeping top
- with front glass shield
- with front and 2 side glass shields
- with front and 2 side glass shields and glass shelf

210650WH
800 x 570 x 
1304 mm

6‘800 W
400 V / 25 A

CEE 16A /
Typ 15

RS-55 Sausage cart 210651
800 x 570 x 

900 mm
10‘000 W

400 V / 25 A
CEE 32A

RS-55

Sausage cart with lighting / warm-keeping top
- with front glass shield
- with front and 2 side glass shields
- with front and 2 side glass shields and glass shelf

210650
800 x 570 x 
1304 mm

10‘600 W
400 V / 25 A

CEE 32A

RS-85/80 Sausage cart 210653
1260 x 570 x 

900 mm
14‘800 W

400 V / 25 A
CEE 32A

RS-85/80

Sausage cart with lighting / warm-keeping top
- with front glass shield
- with front and 2 side glass shields
- with front and 2 side glass shields and glass shelf

210652
1260 x 570 x 

1304 mm
15‘400 W

400 V / 25 A
CEE 32A

*WH = Sausage Grill Combination with electric grill only to keep warm


